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MEASUREMENTS

ALFA STAND FOR FLAT ROOFS

INSTALLATION GUIDE

Panel size:
35 mm 

40 mm

1620–1670

< 
10

06

Angle 15°

Delivered pre-assembled. 

Wind load calculated for each 
project. 

Maximum sizes of the concrete 
blocks for ballast. 

10 kg

300

300

50

5 kg

300

150

50

ALFA

Alfa Double Alfa Single 

15°

30
SOLAR PANEL MOUNTING

SYSTEMS
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1,6 m

CLICK!

Eas   Rail

TOOLS

Hex key 6  

Screwdriver 

Socket wrenchs
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AV 13 8  
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ALFA

1600

M8

M8x130

1.	 ALFA STANDS

Joint Set 36660

Incl. 8 x  M6x16 Taptite

Protective Rubber Mat for Bitumen 36580

Protective Rubber Mat for PVC 38160

•  4 pc./Alfa, 2 pc./Alfa Single
•  Placing to the rack’s centre of mass. 

20 mm +

ALFA SINGLE 36740ALFA DOUBLE 36610

3200

1000

110

15°

300

1600

Eas   Rail
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ALFA

Wind Deflector for Alfa 15° 36710

Space for cables under ballast blocks. 

Holes for water drainage.

Fastening: Ballast block or 2 x  M6x16 Taptite/Wind de-
flector sheet.  

max. 5 x 10 kg

300

300

50

5 kg

300

150

50

2.	 BALLAST AND WIND DEFLECTOR

Ballast blocks inside the mounting rack

Notice! Add the ballast blocks during stand assembly.

max. 4 x 10 kg

300
300

50

5 kg

300

150

50

AV 10 6
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ALFA

3.	 INSTALLING THE PANELS

CLICK!

CLICK!

Eas   Rail

20 mm

20 mm

Solar UP - Universal Platform

Non penetrating installation.

UP Plate 36300

UP SBS Mat 36390

UP Bolt Set, 10 pc. 36310

Fixing to the flat and low slope SBS/bitumen 
roofs. 

Installation guide: Solar UP - Universal Platform

4.	 ACCESSORIES 

Grounding washer 50 pc. 36760

Use to ensure the continuity of grounding.
Install the grounding washer under one 
middle clamp.

Easy Rail Middle Clamp Set 35 mm 10 pc. 36540, black 3654033 
Easy Rail End Clamp Set 35 mm 8 pc. 36530, black 3653033

Easy Rail Middle Clamp Set 40 mm 10 pc. 36780, black 3678033 
Easy Rail End Clamp Set 40 mm 8 pc. 36770, black 3677033

6 6
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